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Product Presentation

Application
To determine the colour fastness of textiles to dry or

wet rubbing. A pinned acrylic sample holder ensures

rapid sample mounting and repeatability of results.

Feature
 Metal box, High-temperature baking coating, easy maintenance

 Manual strive, equip with digital counter, assist counting.

Test Sample

Crockmeter/ Rubbing Fastness Tester GT-D05
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Product Parameter GT-D05 I Crockmeter/ Rubbing Fastness Tester

GESTER INTERNATIONAL CO.,LTD
7/F, No.15, Chifeng Road, Licheng Region, Quanzhou city of Fujian PR, 362000 China.
TEL: 86 0595-22515230 FAX: 86 0595 22515221
E-mail: gester@gester-instruments.com Web: www.gester-instruments.com

Standards
BS 1006-D02, ISO 105-X12/D02, M&S C8, AATCC 8/165, ASTM D6279, JIS L 0849 Type1,JIS L 0862 Type1

Key Specification
Model GT-D05

Rubbing head diameter 16mm

Vertical pressure 9N±0.2N

Rubbing head track 104±3mm

Dimensions 638 x 232mm x 290mm (L x W x H)

Weight 15kg

Accessories

Standards accessories

1box Rubbing cloth

2pc Sand paper

2pc Rings

Optional accessories Optional Gray Scale for staining
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